systemair

RVK 100E2 SILEO 1PH/230V
[tem no. 5755

Version: 50 Hz

Description

« Speed-controllable

« Integral thermal contacts acc. EN 60335-2-80
« Can be installed in any position

« Inclusive mounting bracket

« Maintenance-free and reliable

The RVK series is designed for installation in ducts. The casing is manufactured from
PP fibreglass reinforced plastic which gives the fan a less leckage casing. Duct
connected wet room applications of the fan are possible due to the air tight casing
and the IP 44 rated terminal box. We recommend a period of continued ventilation
with dry air for wet room applications.The fans have backward-curved blades and
external rotor motors. The FK mounting clamp facilitates easy installation and
removal, and prevents the transfer of vibration to the duct. The fans can be speed-
controlled via a stepless thyristor or a 5-step transformer. To protect the motor from
overheating the models have integrated thermal contacts with automatic reset.

Technical parameters

Nominal data
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Voltage 230
Frequency 50
Phase 1
Input power (P1) 29,1
Current 0,171
Max. airflow 184
Fan impeller speed 2482
Weight 1,8
Temperature data

Max. temperature of transported air 70
Max. temperature of transported air when voltage-controlled 70
Sound data

Sound pressure level at 3 m (20m2 Sabin) 34,5
Protection / Classification

Insulation class B
Enclosure class, motor P44

ErP

ErP ready
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Eco design

Trade name

Systemair

Product name

RVK 100E2 sileo
1ph/230V

ErP compliance

Unit category

NRVU

Drive External MSD or VSD
Unit type uvu
Heat recovery type None

Temperature ratio (UVU)

Not applicable
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EPS diagrams
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Acoustic data

Sound power level 63 125 250 500 1k 2k 4k 8k

Inlet dB(A) 39 58 57 57 51 44 39 27

Outlet dB(A) 42 52 52 51 47 44 40 28

Surrounding dB(A) 1 11 30 37 37 34 25 14
Dimensions

oA @B gC D E F G H | J
RVK 100 99 99 251 30 237,5 30 272 265 60 200

Wiring
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230V 1~

black
black

Accessories

Electric accessories

RE 1,5 Speed control (5000)
REU 1.5 Speed control (5004)
REE 1 Speed control (5314)
REV-3POL/03 ON/OFF (33978)
FRQS-E-6A (37419)
FRQ5S-E-6A (37421)

Accessories

CB 100-0,4 230V/1 Duct heater (5288)
CB 100-0,6 230V/1 Duct heater (5376)
CBM 100-0,6 230V/1 Duct heater (5479)
VBF 100 Water heating battery (1724)
CWK 100-3-2,5 Duct cooler,circ (30019)
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VBC 100-2 Water heating batt (5456)
LDC 100-600 Silencer (5188)

LDC 100-900 Silencer (5189)

FFR 100 Filter cassette (1766)

FGR 100 Filter cassette G3 (1802)
FK 100 Fast clamp (1607)

VKK-100 Back draft damper (1623)
IGK-100 Wall Grid (1630)

RSK-100 Back draft damper (5597)
SG 100 Protection guard (5606)
VK-10 Louvre shutter (5636)

VBC 100-3 Water heating batt (9838)
IGC-LI-100 (37357)

Documentation

Bimo_rvk_161107_de,en_004_314825_a5_web.pdf (1,91MB)

BPP compound (30% glass fibre content).pdf (133,21kB)

Bec—dec_rvk_lGOGOl_DE,GB_OO3_ab 20. April.pdf (549,54kB)
i rvk100_sileo_kpl.dxf (72,24kB)

Specification text

RVK 100E2-A Circular duct fan made of plastic. DN 100, 230V/50Hz, 1~, plastic casing Circular duct fan for easy and direct installation in ducts. The
casing is manufactured from polyamide with 10% glass fibre content. Circular connection spigot, length 25mm, acc. to EN1506:1997 Free-running,
backward curved centrifugal impeller made of plastic. Balancing made to G 6.3, motor compl. with impeller statically and dynamically balanced in

two planes acc. to DIN ISO 1940 T.1. Voltage controllable external rotor motor, maintenance-free, the motor is placed inside the air flow for cooling.

Integral thermal contacts with manual reset acc. to EN 60335-2-80, speed-controlled via a 5-step transformer or a stepless thyristor. Silent, long-life
ball bearings. Terminal box on the casing Mounting bracket included in delivery (unmounted). For indoor installation. Installation in any mounting
position. PRODUCT: SYSTEMAIR TYPE: RVK 100E2-A Item no. 5755
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