
Magnum Low Pro XXXL™ 8 Inch Air-Cooled Reflector
Item #904770

SPECIFICATIONS

• ETL LISTED
NOT ETL LISTED
Tested to UL Standard #1598

• AIR-COOLED
• ACCEPTS GLASS
• HINGED GLASS FRAME

DETACHABLE LAMP CORD
• 600 VOLT RATED CORD
• FABRICATED IN USA*
• 5 YEAR WARRANTY

BALLAST COMPATIBILITY
• HPS
• MH

Max. Wattage: 1500
LAMP COMPATIBILITY
• HPS
• MH

Max. Wattage: 1500
LAMP POSITION
• HORIZONTAL

VERTICAL
LAMP SOCKET TYPE

INTEGRATED DOUBLE-ENDED
• INTEGRATED 5KV MOGUL BASE

• = yes

* with US and globally sourced parts
This document is not intended to be used for installation purposes. We cannot cover all specific 
applications or anticipate all requirements. All specifications are subject to change without notice.
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35.1REFLECTOR WEIGHT: 29 lbs



IMPORTANT PRODUCT INFORMATION READ IMMEDIATELY
KEEP ORIGINAL PACKAGING – ALL RETURNS NEED TO BE IN THE ORIGINAL PACKAGING 
IN ORDER TO AVOID PRODUCT DAMAGE DURING SHIPPING.  ANY DAMAGE TO PRODUCTS 
NOT IN THEIR ORIGINAL PACKAGING WILL NOT BE COVERED UNDER WARRANTY.

SAFETY FIRST!
FAILURE TO OBSERVE THE FOLLOWING SAFETY WARNINGS MAY RESULT IN SERIOUS INJURY.  IN ADDITION, FAILURE TO OBSERVE THESE 
SAFETY WARNINGS WILL RESULT IN A WAIVER OF ALL LIABILITIES ON SUNLIGHT SUPPLY®, INC. AND WILL VOID ALL WARRANTIES.

WARNING:
•	 If	the	exterior	of	the	lamp	is	damaged,	replace	lamp	immediately.
•	 Disconnect	power	before	re-lamping.
•	 When	re-lamping,	make	sure	lamp	has	time	to	cool	before	touching.
•	 Make	sure	power	cord	and	lamp	cord	are	connected	properly.
•	 Do	NOT	hang	by	power	cord	or	lamp	cord.
•	 Do	NOT	make	contact	with	the	interior	of	the	socket	while	the	power	is	on.
•	 Do	NOT	operate	the	light	systems	in	wet	locations.
•	 Do	NOT	attempt	to	open,	rewire	or	reconfigure	any	components	of	the	light	system.		It	will	void	the	warranty	and	could	cause	serious	injury	or	death.
•	 These	products	operate	at	very	high	temperatures.		Keep	away	from	children.
•	 Do	not	plug	or	unplug	a	lamp	cord	while	the	ballast	is	turned	on.
•	 Glass	bottom	lens	required	in	reflectors	when	using	metal	halide	(MH)	lamps	for	ETL	listing	to	apply	(fixture	must	be	fully	enclosed).	
	 Not	required	with	high	pressure	sodium	(HPS)	lamps.
 
BULB INFORMATION: Proper Bulb Care
Always	unplug	your	ballast	and	allow	your	lamp	to	cool	before	changing	out	your	lamp.		Lamps	should	be	changed	out	about	every	year	of	continuous	use	to	maintain	
maximum	lumen	output.	Running	a	lamp	beyond	its	expected	life	is	not	recommended	and	can	cause	lamp	failure	as	well	as	a	shift	in	the	output	&	color	spectrum.

REFLECTOR SETUP:
1.	 See	(fig. 1a)	for	attaching	the	socket	on	Cone	and	Parabolic	reflectors	which	do	not	include	the	socket.		Socket	assemblies	for	these	reflectors	are	sold
	 separately.		Choose	from	Product	No.	903055	or	903060	(fig. 1b).	
2.	 Some	reflectors	include/accept	glass.		If	the	frame	is	damaged	or	glass	breaks	it	may	be	possible	to	purchased	replacement	glass	or	the	glass/frame	assemblies
	 separately.		Typically	people	use	glass	to	control	air	movement	through	the	reflector	during	air	cooling.		This	also	protects/contains	the	environment	of	your	grow
	 area.		Glass	is	not	required	when	using	HPS	lamps	for	the	ETL	listing	to	apply.	It	is	required	for	MH	lamps	for	this	listing	to	apply.		The	glass	installation	process	
	 will	vary	by	reflector	type.		It	is	a	simple	process	for	all	Sun	System®	reflectors	and	is	many	times	factory	installed.
3.	 Use	an	eye	bolt	or	some	other	means	of	securely	hanging	from	the	ceiling.
4.	 V-Hangers	used	to	hang	the	fixture	are	included	with	most	reflectors	(fig. 2).		
5.	 SunLifts®,	#701125,	Grow	Yo	Yo’s,	#710129,	SunGrips®,	#710114	(Fig. 3)	or	jack	chain.	
	 #350205	may	be	used	to	adjust	the	hanging	height.	

REFLECTOR SETUP
Technical Information Guide

Fig. 1b

Fig. 3

Fig. 1a

Fig. 2



	
	

	

	

 
 
 
 
 
 
 
  
 
   
 
 

	
	
	

	
	
	

  

		
		

IMPORTANT:
PROOF OF PURCHASE REQUIRED FOR RETURNS

Sun System Reflectors = 5 Year Warranty

Returning Units: Please contact your retail store for returns.

WARRANTY INFORMATION: 
Sunlight	Supply®,	Inc.	warrants	to	the	original	purchaser	of	this	product	against	defects	in	material	and	workmanship	under	normal	use	for	5	years.	During	the	
warranty	period,	Sunlight	Supply®,	Inc.	will,	at	our	option,	and	without	charge,	repair	or	replace	this	product	if	the	unit	or	any	of	its	components	fail	or	malfunction.

This	warranty	is	expressly	in	lieu	of	all	other	warranties,	expressed	or	implied,	including	the	warranties	of	merchantability	and	fitness	for	use	and	of	all	other	
obligations	or	liabilities	on	the	part	of	the	seller.		This	warranty	shall	not	apply	to	this	product	or	any	part	thereof	which	has	been	damaged	by	accident,	abuse,	
misuse,	modification,	negligence,	alteration	or	misapplication.		Sunlight	Supply®,	Inc.	makes	no	warranty	whatsoever	in	respect	to	accessories	or	parts	not	
supplied	by	Sunlight	Supply®,	Inc.		This	warranty	shall	apply	only	to	the	United	States,	including	Alaska,	Hawaii	and	territories	of	the	United	States.		

NOTE: Sunlight Supply®, Inc. is a manufacturer of supplementary lighting systems.  All sales offerings to the public are done through
 a nationwide group of dealers.  No sales offerings will be made directly to the general public.

www.sunlightsupply.com
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Minimum 12” - 24”

Minimum 12” - 36”
Minimum 18” - 48”

HEIGHT ADJUSTMENTS FOR VARIOUS WATTAGES

LOW WATT SYSTEM

MEDIUM WATT SYSTEM

HIGH WATT SYSTEM


